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(b) The shell or head thickness of any container shall not be less than
3/16 inch.
NoTs: Because of low soil temperature usually encouitered, and the insulating effect
of the earth, the average vapor pressure of products stc red in underground containers will
be materially lower than when stored aboveground. Thii reduction in actual operating pres-
sure therefore provides a substantial corrosion allowance for these containers when installed
underground.
2.4. Reinstallation of Containers.
(a) Containers once installed underground shall not later be reinstalled
aboveground or underground, unless they successfully withstand hydro-
static pressure retests at the pressure specified for the original hydrostatic
test as required by the code under which constructed, and show no evi-
dence of serious corrosion. Where containers are reinstalled underground,
the corrosion resistant coating shall be put in good condition. (See Par.
2.6 (e). See also Sec. 2.2 for relief valve requirements.)
2.5. Capacity of Liquid Containers.
(a) No liquid storage container shall exceed 30,000 standard U. S.
gallons capacity.
2.6. Installation of Storage Containers.
(a) Containers installed aboveground except as provided in Par. 2.6(f)
shall be provided with substantial masonry or noncombustible structural
supports on firm masonry foundations.
(b) Aboveground containers shall be supported as follows:
1. Horizontal containers shall be mounted on saddles in such a man-
ner as to permit expansion and contraction. Every container shall be
so supported as to prevent the concentration of excessive loads on the
supporting portion of the shell. Structural metal supports may be em-
ployed when they are protected against fire in an approved manner.
Suitable means of preventing corrosion shall be provided on that por-
tion of the container in contact with the foundations or saddles.
2. Containers of 1,200 gallons water capacity or less may be installed
with non-fireproofed ferrous metal supports if mounted on concrete pads
or footings, and if the distance from the outside bottom of the con-
tainer shell to the ground does not exceed 24 in.
(c) Any container may be installed with non-fireproofed ferrous metal
supports if mounted on concrete pads or footings, and if the distance from
the outside bottom of the container to the ground does not exceed five
(5) feet, provided the container is in an isolated location and such installa-
tion is approved by the regulatory bodies having jurisdiction.
(d) Containers buried underground shall be so placed that the top of
container is below the established frost line and in no case less than 2
feet below the surface of the ground. Should ground conditions make
compliance with these requirements impracticable, installation shall be
made otherwise to prevent mechanical injury. It will not be necessary to
cover the portion of the container to which manhole and other connec-


